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DHI/ZO-MR16-50-120E
*Specify Appliqué

DHI/ZF-MR16-50-120E

RECESSED DOWNLIGHT HOUSING

GENERAL DESCRIPTION

DLA-APP-Z-RD for use with round trims.

LAMP

DLA-APP-Z-SQ for use with square trims.

DHI/Z - Insulated Airtight Housing

MATERIAL

TRANSFORMER

beam spread. Consult factory regarding availability of new MR-16 IR energy

Appliqué for use with trims in zero sightline applications (DHI/ZO).

savings lamp series with 37w rated lamp equivalent to 50w output and 50w 

ACCESSORIES
*

Cat. No.

LABEL

WARRANTY
Manufacturer's one year warranty of product is conditional upon use of

Description

rated lamp at or near 65w output. 

manufacturer supplied transformer or ballast.

12v MR-16 halogen lamp, 50w maximum (order seperately.) Specify lamp

3750 IH35 North
San Antonio, Texas 78219
Phone: 210 227-7329 
FAX: 210 227-4967
www.luciferlighting.com

Recessed housing for use with recessed downlight trims in 
insulated, accessible and non-accessible ceilings up to 1.25 inch 
thickness, maximum 50w MR-16. Transformer compartment and 
all splice connections may be serviced from room side. DHI/ZO 
housing collar is rotatable to allow for easy alignment of square 
trims. Adjustable zero sightline adapter kit, included with DHI/ZO 
housing, allows for zero sightline upon downlight trim installation. 
It incorporates a reinforcing screen for applying joint compound 
when used in a drywall or plaster ceiling. Hanger bars are also 
included. Use small diameter trim models: DL1ZP, DL2RZP, 
DL2DGZP, DL5ZP, DL11ZP, DL15ZP, DL21Z, DL23Z, DL24Z, 
DL25Z, DL31ZP, DL32DGZP, DL35ZP.

Housing is pre-wired for use with recessed downlight trims.  
Minimum 90C supply wiring required to power housing.

Fixture housing is riveted aluminum.

Powered by UL Recognized integral 120V primary, 12V secondary electronic 
transformer (50W maximum), which is dimmable.  The transformer in this 
housing includes RFI protection as a standard feature.

UL Listed housing for use in direct contact with insulation in dry and damp 
locations.  Restricted airflow meets Washington State Air Tight requirements 
and ASTM-E-283-84.
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